
Anytime Anywhere Real-time Surveillance
19 ‘’ rackable server for IP video surveillance

Compliant with the most common softwares
(Milestone, NUUO, Digifort, Xenyum surveillance …)
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Processor Type 
 Processor speed 

Number of processors 
  Core processor available 

   Internal cache 
Chipset
Memory 

Standard memory
  Processor front side bus 

Maximum Memory 
           Memory slots 

 Internal drives 
Hard disk drive speed  

   Storage Controller 

    Expansion slots 

Optical Discs

Chipset
Network Interface 

Intel processor ® Pentium ® E3110 
3,00 GHz

1 processor 
Double

6 MB cache lev. 2 
      Intel ® 3200 

                                                                           PC2-6400 (800MHz) DDR2 SDRAM 
                   ECC

2GB of memory standard FSB 1 333 MHz 
8 Go

           4 DIMM slots
Internal drives

2 hard drive SATA 500 GB 3.5 "Non Hot Plug 
7 200 rpm 

Serial ATA Host Controller Intel 82801 integrated IR 

Optional
       System features

Chipset Intel® 3200
NC105i Gigabit Server Adapter Integrated 

Processor, operating system and memory

      Expansion slots 

         Power supply type 
           Power requirements 

                               Two total slots: (1) housing Full length PCI Express x8 (x8 connector); Can be replaced by a full housing 
                                         length 64-bit / 133 MHz PCI-X, (1) PCI-Express x4 Half-length, low-profile (x8 connector) 

 

Power 350W PFC Auto-sensing, compliant with EC 
90 to 132 V.c.a, 180 - 264. C.A, 47 to 63 Hz 

    Compatible operating systems 
  Product Dimensions(WxDxH)

Product weight 

Microsoft ® Windows ® Server, Red Hat Enterprise Linux (RHEL), SUSE Linux Enterprise Server (SLES) 
44.80 x 69.85 x 4.30 cm 

14 kg

  Compliance industry standards 
Security management 

Warranty

ACPI 3.0, PCI 2.3 Compliant; Support Envir. PXE, WOL Support, Microsoft ® Logo certifications, USB 2.0, IPMI 2.0 

                        Forgot your password powering; Keyboard password; USB Port control; Set DVD Removable (optional) Port 
                                               dedicated NIC for management LO100c (optional), Password admin. 

1 year parts, 1 year labor and 1 year on-site

   Ports I-O external                            Series: 1, USB 2.0: 5 (2 front, 1 internal, 2 rear); Chart - 1 (rear), Keyboard: 1; Mouse: 1; Management: 1 for 
                                                                              LO100c optional; Network RJ-45: 1 
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Two total slots: (1) housing Full length PCI Express x8 (x8 connector); Can be replaced by a full housing 
             length 64-bit / 133 MHz PCI-X, (1) PCI-Express x4 Half-length, low-profile (x8 connector) 

 


