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Image Pick-up Device
CPS Device
Total Pixels

Effective Pixels
Resolution
TV Format
Lens Type

Min Illumination
S/N Ratio

Transfer Method
White Balance

AES
Backlight Compensation

IR Distance
IR Led Number

Protection Rating
Power Source

Power Consumption
Video Output

Operating Temperature
Operating Humidity

Weight

Model XC-240
1/3" SONY Color Super HAD CCD ICX405

CX3142
537 (H) X 597 (V)
500 (H) X 582 (V)

More than  420 TVL
PAL

Manual 3,5mm ~ 8mm
0,5LUX / 0LUX IR on

50 dB
Interline

Auto
Auto
Auto

20 meters
17 Medium LED

-
DC 12V± 10%

250mA
1.0Vp-p, 75 Ohm, BNC connector

 -20°C ~ + 50°C
30% ~ 70%

450g

XC-242
1/3" SONY Color Super HAD CCD ICX409

CX3172
795 (H) X 596 (V)
752 (H) X 582 (V)

More than  480 TVL
PAL

Manual 3,5mm ~ 8mm
0,1LUX / 0LUX IR on

50 dB
Interline

Auto
Auto
Auto

20 meters
17 Medium LED

-
DC 12V± 10%

250mA
1.0Vp-p, 75 Ohm, BNC connector

 -20°C ~ + 50°C
30% ~ 70%

450g

XC-245
1/3" SONY Color Super HAD CCD ICX639

CX3172
795 (H) X 596 (V)
752 (H) X 582 (V)

More than 520 TVL
PAL

Manual 3,5mm ~ 8mm
0,1LUX / 0LUX IR on

50 dB
Interline

Auto
Auto
Auto

20 meters
17 Medium LED

-
DC 12V± 10%

250mA
1.0Vp-p, 75 Ohm, BNC connector

 -20°C ~ + 50°C
30% ~ 70%

450g
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Major function

Dimension 
Weight

Micro-SD card slot

Lens Type

Max Video Resolution
Frames Per Second

Model XVS-10
video 
server

40x81x92mm
300g
Yes

No lens
720x576 (PAL)

           720x480 (NTSC)
30

Relay input/output

© Xenyum security products | Data subject to change without notice

Technical Specifications

Audio capability

Night mode

RS485 

Water proof

1/1
yes

                          Camera
                 dependant

No

Pelco-P
Pelco-D

Translate analog video to digital MPEG4 video for internet transmission 

3GPP/ISMA support  

Dual video streaming with separate frame rate/resolution/bandwidth 

settings for PC and mobile

Supports enhanced MPEG-4 compression 

Supports resolution of up to 640x480 pixels at 30 fps

Supports Pelco-P and Pelco-D through RS-485 for PTZ control 

Supports NTSC and PAL video input

View video from your local or internet network 

Connect up to 20 users simultaneously  

ActiveX video display in Microsoft IE browser 

Motion Detection recording and E-mail/FTP snapshot notification 

Built-in micro-SD card interface for video storage

      10/100 Base TX
Ethernet

Auto-MDIX/ RJ45
Networking

XVS-10sw

Video compression MPEG-4 PART2 
Dual stream

Image sensor

 VS-10

  

N/AWireless models

Light sensitivity                                Camera
      dependant

Night mode                                Camera
      dependant

Pan/Tilt 

N/A


